
178 mm
7.00 in

122 mm
4.81 in

105.1 mm
4.137 in

41.3 mm
1.625 in

117.5 mm
4.625 in

98.1 mm
3.86 in

158.1 mm
6.22 in

137.8 mm
5.43 in

8.6 mm
0.338 in
Reference

26.3 mm
1.034 in

78.8 mm
3.103 in

161.9 mm
6.375 in

10.8 mm
0.425 in

Reference
9.5 mm
0.375 in

114 mm
4.49 in

57 mm
2.25 in

(outside any gauge)

55 mm
2.17 in

(inside 12 gauge)

Sheet Metal (12 gauge )

Front View

Top View

Typical Panel Opening

Front panel is touch-safe.
No clearance is required.

M5 (0.8 by 10 mm) (8)
M5 Internal Tooth Lock Washer (8)
included

102 mm (4.0 in) minimum clearance
for air flow (top and bottom)

Panel
Opening
Outline

10 mm (0.4 in) minimum
clearance for air flow
(both sides)

Heatsink outline

Drill 5.8 mm (8)
0.228 in

3.50 mm
0.138 in

Ground lug (2-8 gauge)
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1 2 3

4 5 6

Signal

Z1 Z2 Z3

Alarm

Gain

Bias

Open
Heater

Limit

Watlow part number
DCxT-xxxx-xxxx
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