
Side
(with fan)

102 mm clearance for  air flow
and wire bending radius

102 mm clearance for  air flow
and wire bending radius

131 mm

Front panel is touch-safe.
Zero electrical clearance required

191.1 mm

46 mm
1.81 in

138 mm
5.42 in

54 mm
2.11 in

38 mm
151 inFront View

(fan not shown)

Top View
(fan not shown)

Allowance for #8 fastener,
metric = M4

Allowance for #8 fastener,
metric = M4

Grounding screw (2-8 Gauge)
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48 mm
1.89 in

4 5 6

DIN-EN 50022 35mm by 7.5 mm rail
(clipping distance 34.7 mm (1.366 in)
to 35.3 (1.390 in)

Signal

Z1 Z2 Z3

Alarm

Open
Heater

Limit

Bias

Gain

87 mm
3.42 in

Ground wire entry

146 mm
5.74 in

Rail Release Tab
(pull down)

83 mm
3.25 in

146 mm
5.74 in

142 mm
5.59 in

102 mm
4.0 in

102 mm
4.0 in

150 mm
5.89 in

127 mm
5.00 in

44 mm
1.73 in

57 mm
2.26 in

79 mm
3.10 in

Watlow part number
DCx(1,2)-xxxx-xxxx
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